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  Protective cable conduit systems and cable carrier systems  
  Parallel corrugated protective cable conduit systems   •  Reclosable  

 For current information see: www.lappgroup.com 

   SILVYN ®  SPLIT COV-M  /   SILVYN ®  SPLIT GMP-M  /   SILVYN ®  SPLIT COS  

  SILVYN ®  SPLIT COV-M    SILVYN ®  SPLIT GMP-M    SILVYN ®  SPLIT COS  

  Benefi ts  
  SILVYN ®  SPLIT COV-M  
 •  Fast and easy assembly  
 •  Subsequent mountable conduit insertion  
  SILVYN ®  SPLIT GMP-M  
 •  Fast assembly  
 •  Easy to disassemble  
  SILVYN ®  SPLIT COS  
 •  Fast assembly  
 •  Easy to disassemble  
 •  High tensile strength  
 •  Conduit retained by rib  
 •  No loose parts  

  Application range  
  SILVYN ®  SPLIT COV-M  
 •  In combination with protective conduit:  
 •  SILVYN ®  SPLIT  
 •  Mechanical engineering  
 •  Electrical industry  
 •  Used in areas where cables and wires 

need to be protected after assembly  

  SILVYN ®  SPLIT COS  
 •  In combination with protective conduit:  
 •  SILVYN ®  SPLIT  
 •  Fastening of conduits on machine walls for 

all applications  

  Product features  
  SILVYN ®  SPLIT COV-M  
 •  Divisable counter nut with metric thread  
  SILVYN ®  SPLIT COS  
 •  One-piece conduit holder  

  Note  
 •  UV-resistant and weather-resistant  

  Suitable conduits  
 •   SILVYN ®  SPLIT  Page    880   

  Technical data  

  Classifi cation ETIM 5/6  
  SILVYN ®  SPLIT COV-M  
  ETIM 5.0/6.0 Class-ID: EC001176  
  ETIM 5.0/6.0 Class-Description: Screw 
connection for corrugated plastic hose  
  SILVYN ®  SPLIT GMP-M  
  ETIM 5.0/6.0 Class-ID: EC001176  
  ETIM 5.0/6.0 Class-Description: Screw 
connection for corrugated plastic hose  
  SILVYN ®  SPLIT COS  
  ETIM 5.0/6.0 Class-ID: EC001171  
  ETIM 5.0/6.0 Class-Description: Holder 
for protective hose  

  Colour delivered  
  Black (RAL 9005), UV-resistant  

  Material  
  Halogen-free PA  

  Temperature range  
  -40°C to +120°C  

  Article number   Nominal size  Metric size  Hole Ø (mm)  Suitable for SILVYN ®  SPLIT  Pieces / PU 

  SILVYN ®  SPLIT COV-M (counter nut not included)  
 61806680  16 x 1.5  10  100 
 61806681  20 x 1.5  14  100 
 61806682  25 x 1.5  20  50 
 61806683  32 x 1.5  23  50 
 61806684  40 x 1.5  37  25 
 61806685  50 x 1.5  45  25 

  SILVYN ®  SPLIT GMP-M (metric counter nut)  
 61806686  16 x 1.5  100 
 61806687  20 x 1.5  100 
 61806688  25 x 1.5  50 
 61806689  32 x 1.5  50 
 61806691  40 x 1.5  25 
 61806692  50 x 1.5  25 

  SILVYN ®  SPLIT COS  
 61806693  6  M3  6  100 
 61806690  10  M3  10  100 
 61806676  10  M5  10  100 
 61806694  11  M3  11  100 
 61806700  14  M3  14  100 
 61806677  14  M5  14  50 
 61806695  16  M5  16  50 
 61806696  16  M6  16  50 
 61806710  20  M5  20  50 
 61806678  20  M6  20  50 
 61806720  23  M5  23  50 
 61806679  23  M6  23  50 
 61806697  29  M5  29  50 
 61806698  29  M6  29  50 
 61806730  37  M6  37  20 
 61806740  45  M6  45  20 
 61806699  70  M6  70  10 

  Photographs and graphics are not to scale and do not represent detailed images of the respective products.  




