
Data sheet

Commercial Art.No.: R1.320.4070.0

safety switch SMS 4070

Safety switch with separated actuator, 10 N, 2 NC / 1 NO contacts, standard actuator

Commercial Art.No. R1.320.4070.0
EAN 4049088135538
Order Unit 1

certificates / approvals

Technical data
electrical data - contact elements

rated insulation voltage Ui 250 V
rated impulse voltage 2.5 kV
utility category 3 A (AC-15 at 250V AC) / 10 A (DC-13 at 24V DC)
short-circuit protective device 6 A class gG fuse, fuse integral < 100 A²s

mechanical data

housing material thermoplastic GV (UL94-V0)
cover material thermoplastic GV (UL94-V0)
separate actuator yes
drawing force 30 N
min. ambient temperature -30 °C
max. ambient temperature 80 °C
mechanical life 106 switching cycles
connection type screw connection
max. conductor cross section (flex., stranded) 0.5 mm²
max. conductor cross section (flex., stranded) 1.5 mm²
cable entry 3 x M20x1.5
weight 0.15 kg
installation position operator definable
degree of protection (IP) IP65

classification
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ECLASS 11
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ECLASS 8.1 27270610
ETIM 9.0 EC002592
ETIM 8.0 EC002592
ETIM 7.0 EC002592
ETIM 6.0 EC002592
ETIM 5.0 EC002592
ETIM 4.0 EC002592

product compliance

ROHS conformity status compliant
REACH-SVHC conformity status compliant
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